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Abstract A sulfur/graphene oxide/multiwalled carbon nano-
tube (S/GO/MWNT) composite was synthesized via a simple
ultrasonic mixing method followed by heat treatment. By tak-
ing advantage of this solution-based self-assembly synthesis
route, poisonous and noxious reagents and complicated fabri-
cation processes are rendered unnecessary, thereby simplify-
ing its manufacturing and decreasing the cost of the final
product. Transmission and scanning electronic microscopy
observations indicated the formation of the three-
dimensional interconnected S/GO/MWNTcomposite through
the environmentally friendly process. The GO layers and long
MWNTs synergistically constructed hierarchical electron/ion
pathways, favoring the ion transport and electrolyte diffusion.
The interlaced network can serve as sponges to physically
absorb polysulfides to their wrinkled surface and porous struc-
ture. In addition, GO could confine the polysulfides’ dissolu-
tion through chemical absorption by the functional groups on
GO layers. Therefore, the resulting S/GO/MWNT composite
exhibits good rate capability and highly stable specific dis-
charge capacity of 773 mA h g−1 after 100 cycles at 0.1 C.

Keywords Lithium/sulfur battery . Sulfur/graphene oxide/
multiwalled carbon nanotube composite . Ultrasonicmixing .
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Introduction

The rapidly growing needs in advanced high perfor-
mance energy storage systems for the emerging large-
scale applications, including hybrid electric vehicles
and electric vehicles, offer tremendous opportunities
for researchers to develop next-generation high per-
formance rechargeable batteries [1]. For this, sulfur
stands as an ideal cathode material due to its theoret-
ical specific capacity of 1672 mA h g−1, based on the
complete reaction of sulfur with lithium metal to form
Li2S [2]. In addition, sulfur is abundant, low cost, and
environmentally friendly [3]. Despite these advan-
tages, sulfur confronts several problems, such as the
intrinsic poor electronic conductivity of sulfur and
high solubility of the intermediate products of its
e l e c t r o c h em i c a l r e a c t i o n w i t h l i t h i um , t h e
polysulfides, in liquid organic electrolytes, which
causes rapid capacity loss upon repeated cycling and
restricts practical application of Li-S batteries [4]. To
overcome these critical issues, there have been tre-
mendous efforts to find a host material, which would
improve the electrical conductivity of the sulfur cath-
ode and trap the soluble polysulfide intermediates
[5–9]. For example, micro-/mesoporous carbon, car-
bon nanotubes, or graphene are considered as very
promising conductive frameworks to composite with
sulfur to form a desired structure for superior perfor-
mance [10–13].
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Recently, some studies have been focused on the
synthesis of graphene/sulfur hybrids for Li-S batteries
using various methods. Nevertheless, as a two-
dimensional conductive support, graphene material
has low conductive ability between the graphene
sheets, which causes low electrochemical accessibility
and might limit the rate capability of the sulfur-based
composite cathodes [14]. To solve this problem, inter-
calating carbon nanotubes between graphene sheets
and linking graphene, forming a conductive network,
could improve the three-dimensional conductivity of
graphene sheets and meanwhile supply an unimpeded
and continuous path for electron and Li ion transfer
and accommodate the volume variation of sulfur dur-
ing charge/discharge cycling [15, 16]. In Zhang’s
study, a novel graphene/single-walled carbon nanotube
hybrid was designed by one-step catalytic growth.
This hybrid can obviously restrain the polysulfide an-
ion diffusion phenomenon and improve the electro-
c hem i c a l p e r f o rmanc e o f L i - S b a t t e r y [17 ] .
Moreover, a sulfur-carbon nanotube/graphene nano-
composite was fabricated as a binder-free sulfur cath-
ode. The carbon nanotube/graphene framework en-
ables better dispersion of sulfur and allows each sul-
fur particle to closely attach to the conductive com-
ponents, which greatly enhance the electronic conduc-
tivity and thereby approach the full potential of the
active materials [18]. Despite the graphene/sulfur or
graphene/carbon nanotube/sulfur composites that can
show good electrochemical performance, the compli-
cated preparation of pristine graphene makes the re-
ported synthesis methods, typically as a multi-step
approach, usually complicated and challenging for
large-scale application. Besides, the carbon materials
such as micro-/mesoporous carbon, carbon nanotubes,
and graphene are non-polar. The interactions between
the non-polar carbon hosts and the polar polysulfides
are weak physical absorptions, which makes this strat-
egy less effective in entrapping polar polysulfides.
Therefore, it is of great urgency and important to
develop new and efficient sulfur-based hybrids
through a simple and environmentally friendly process
[19].

Polar materials are thought to form relatively strong
chemical bonds with lithium polysulfides, thus effec-
t ive ly keeping them with in the cathode [20] .
Recently, many works are focused on introducing polar
materials like metal oxides [21–23] into the sulfur
electrode to form strong chemical binding with
polysulfides, resulting in considerable gains in coulom-
bic efficiency and cycling stability. Graphene oxide
(GO), regarded as a functional graphene bearing oxy-
gen functional groups on its basal planes and edges,

has attracted much interest to prepare the composite
cathodes for Li-S batteries [24–27]. Comparing to the
non-polar graphene, GO shows strong polarity, and it
is found that the functional groups on GO surface can
act as immobilizers and effectively confine polysulfides
from dissolving [24]. Furthermore, GO, as an interme-
diate dur ing graphene synthesis by oxidat ion-
exfoliation-reduction of graphite, possesses other ad-
vantages such as lower cost and shorter possessing
time compared with graphene [14]. Unfortunately, GO
is a little poor in electronic conductivity, which may
lead to undesirable compromises in specific capacity
and rate performance. Therefore, it is still a great chal-
lenge to effectively restrict lithium polysulfides in sul-
fur cathode and achieve high sulfur utilization simulta-
neously. To address the challenges further, it is a good
inspiration to create a ternary hybrid structure such as
sulfur/graphene oxide/multiwalled carbon nanotube, in
which inter-connected carbon nanotubes can not only
improve three-dimensional (3D) electrical conductivity
but also help in trapping some of the sulfurs and sol-
uble polysulfides in the gaps of GO layers.

According to the above demands, we first report on
a facile method to prepare a ternary sulfur/graphene
oxide/multiwalled carbon nanotube (S/GO/MWNT)
composite via a simple ultrasonic mixing method
followed by heat treatment. To the best of our knowl-
edge, there are few studies on the introduction of GO
to build the 3D sulfur-based architecture. In this
work, we combined the one-dimensional MWNT and
two-dimensional GO into three-dimensional GO/
MWNT hybrid, forming a highly conductive network
for the electron transport and confining the sulfur.
The effect of these structure and property advantages
on physical and electrochemical properties of the
resulting S/GO/MWNT composite as a cathode for
Li-S batteries was investigated. The facile preparation
method we used is convenient for controlling the
amount and uniform distribution of sulfur. In this
unique material architecture of S/GO/MWNT compos-
ite, the network interlaced by MWNT and wrinkled
GO sheets can not only provide fast electron conduc-
tion paths and structural stability but also serve as
sponges to physically absorb polysulfides to their
w r i n k l e d s u r f a c e a n d p o r o u s s t r u c t u r e .
Simultaneously, the functional groups on GO surface
afford strong binding sites for trapping polysulfide
intermediates by chemical absorption. Thus, the mul-
tiple effects of GO and MWNT in the S/GO/MWNT
composite can play their roles in promoting the elec-
trochemical performance. Electrochemical results con-
firm that the S/GO/MWNT composite could deliver
excellent rate capability and good cycling stability.
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Experimental

Material preparation

A mixture of 3.0 g aqueous suspension of nano-sulfur
(US Research Nanomaterials Inc., 10 wt.%), 2.5 g
single-layer graphene oxide aqueous suspension (US
Research Nanomaterials Inc., 2 wt.%), and 1.7 g
multiwalled carbon nanotube aqueous suspension (US
Research Nanomaterials Inc., 3 wt.%) was added into
30 mL deionized water. The mixture was dispersed ho-
mogeneously for 2 h using an ultrasonic homogenizer.
The suspension mixture was further dried in a vacuum
oven at 60 °C overnight to remove the solvent, and the
precipitate was heat-treated at 150 °C for 3 h in a tube
furnace in Ar gas to obtain the S/GO/MWNT compos-
ite. The sulfur content in the final composite was 65 %,
which was determined using chemical analysis (CHNS,
Vario Micro Cube; Elementar). The preparation of the
S/GO/MWNT composite is illustrated in Scheme 1.

Material characterization

The crystalline phases of the composite were determined
by x-ray diffraction (XRD, D8 Discover; Bruker)
equipped with Cu Kα radiation. Thermogravimetric
analysis (TGA) was performed on a thermoanalyzer
(DSC-TGA, SDT Q600; TA Company) under N2 atmo-
sphere from 20 to 500 °C at 10 °C min−1. The com-
posite surface morphology was examined by field emis-
sion scanning electron microscopy (FE-SEM, Leo-1530;
Zeiss). The interior structure of sample was observed
using transmission electron microscopy (TEM, CM10;
Philips) at 60 kV. To elucidate the valences of the ele-
ments, x-ray photoelectron spectroscopy (XPS) measure-
ment was performed on a PHI-5400 electron spectrom-
eter with non-monochromatized Mg Kα x-ray as the
excitation source.

Electrochemical measurements

The electrochemical performance of the S/GO/MWNT
composite was investigated using coin-type cells
(CR2025). The cell was composed of lithium metal an-
ode and S/GO/MWNT cathode separated by a

microporous polypropylene separator soaked in 1 M
lithium trifluoromethanesulfonate (LiCF3SO4) in
dimethoxy ethane (DME) and 1,3-dioxolane (DOL)
(1:1 v/v) electrolyte. The composite cathode was pre-
pared by mixing 80 wt.% S/GO/MWNT composite,
10 wt.% polyvinylidene fluoride (PVDF) (Kynar,
HSV900) as a binder, and 10 wt.% acetylene black
(MTI, 99.5 % purity) conducting agent in 1-methyl-2-
pyrrolidinone (NMP, Sigma-Aldrich, ≥99.5 % purity).
The resultant slurry was uniformly spread onto alumi-
num foil using a doctor blade and dried at 50 °C for
12 h. The resulting cathode film was used to prepare
the cathodes by punching circular disks 1 cm in diam-
eter. The sulfur loading in each electrode was about
3 mg cm−2. The coin cells were assembled in an Ar
(99.9995 %)-filled glove box (MBraun). In order to
soak the separator and the surface of electrodes
completely, five to six drops of electrolyte was added
in each CR2025 cell. The assembled coin cells were
tested galvanostatically on a multichannel battery tester
(BTS-5V5mA; Neware) between 1.0 and 3.0 V versus
Li+/Li electrode at different current densities. Cyclic
voltammetry (CV) was carried out on a CHI 660D elec-
trochemical workstation at a scan rate of 0.25 mV s−1

in the potential range of 1.0–3.0 V versus Li+/Li.
Applied currents and specific capacities were calculated
on the basis of the weight of S in each cathode.

Results and discussion

The XRD patterns of sulfur, GO, MWNT, S/GO, and S/
GO/MWNT composites are shown in Fig. 1. One can
see that the XRD patterns of S used in this work to
prepare a composite exhibits Fddd orthorhombic struc-
ture of elemental sulfur (JCPDS#08 0247). GO only
displays one diffraction peak at 2θ = 11.6° (002), cor-
responding to a d-spacing of approximately 7.96 Å that
is due to interlamellar water trapped between hydrophil-
ic graphene oxide sheets [28]. After the incorporation of
S with GO, both the diffraction peaks they belong to
and graphitic carbon are found in S/GO composite. It
can be seen that although the S/GO/MWNT composite
presents sharp peaks of S, their intensities are remark-
ably reduced. The main characteristic feature of the

Scheme 1 Schematic of the S/
GO/MWNT composite
preparation
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MWNT XRD patterns, corresponding to the (002) plane
of graphite [29, 30], is also present in the XRD spectra
of the S/GO/MWNT composite at around 26.2°. Beside
these, the S/GO/MWNT composite displays a strong
diffraction peak at around 11.6°, which can be indexed
as the (001) reflection of GO. Furthermore, no peak
shift could be observed in the S/GO/MWNT composite,
which could be an indication of the absence of phase
transformations due to simple ultrasonic mixing, and the
sulfur crystal structure remained in the S/GO/MWNT
composite. Conversely, the minor peaks of sulfur could
not be observed in the composite XRD spectra, which
could be likely due to well-dispersed state of
nanoscopic sulfur in the GO/MWNT hierarchical 3D
structure, as it is discussed further. The sulfur loading
contents in the S/GO and S/GO/MWNT composites are
estimated by TGA under N2 atmosphere, with a heating
rate of 10 °C min−1. As shown in Fig. 1b, all the TGA
curves with one-step weight loss are from around 180
to 300 °C, while the composites remain approximately

unchanged from 300 to 500 °C. The S/GO and S/GO/
MWNT composites show around 65.5 and 66.4 % sulfur
content, respectively. The similar amounts of sulfur con-
tent in different composites can eliminate the influence
of di fferent sul fur content on elec t rochemical
performances.

To investigate the morphology of the obtained S/GO
and S/GO/MWNT composites, the SEM images were
measured. As shown in Fig. 2a, the GO sheets in S/
GO composite keep their wrinkly surface and sulfur is
mainly distributed on the surface of GO sheets. The
gaps among GO sheets are bad for transmitting and
electrons are hampering the soluble polysulfides. In con-
trast, Fig. 2b–d exhibits the SEM images of S/GO and
S/GO/MWNT composites at different magnifications.
The curly MWNT and GO sheets contribute to the hy-
brid 3D interconnected structure of the S/GO/MWNT
composite (Fig. 2a). At a higher magnification in Fig.
2c, it can be seen that the surface of GO layers are
smooth, suggesting that the MWNT is mainly filled in
the gaps among GO layers, which can improve the abil-
ity of electronic transmission. From Fig. 2c, one can see
that sulfur and MWNT are well dispersed in the 3D
connected structure. There is no agglomeration of bulk
sulfur in the S/GO/MWNT composite.

To gain further insight into the morphology, the S/
GO and S/GO/MWNT composites were studied by
means of TEM measurement (Fig. 3) Figure 3a shows
the relatively smooth surface of GO sheets after loading
sulfur in S/GO composite. The smooth surface is not
advantageous for hampering the soluble polysulfides.
The TEM image of the S/GO/MWNT composite (Fig.
3b) illustrates a thin/transparent sheet of GO with wrin-
kled paper-like structure that covers the sulfur/MWNT
particles with an interconnected network structure.
MWNT can be considered as bridges, effectively
connecting GO sheets with reduced interfacial electrical
resistance, as shown in Fig. 3c. Figure 3d reveals that
MWNT is uniformly embedded in the space framework
of GO sheets, which agrees well with the result of the
SEM images (Fig. 2b–d), confirming that this facile
one-pot method is an effective way of preparing homo-
geneous conductive sulfur composites. Furthermore, the
results show that the presence of MWNT inhibits closer
stacking of GO and leads to the formation of a 3D
network structure with a loose architecture.

To elucidate the valences of the elements and probe chem-
ical bonding in surface chemistry of the system, XPS mea-
surements were performed (Fig. 4). A full-scan spectrum of S/
GO/MWNT composite is presented in Fig. 4a. As expected,
sulfur, oxygen, and carbon are the three main elements of the
composite. The C1s spectra, the O1s spectra, and the S2p
spectra have respectively revealed the valence states of 0,
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Fig. 3 TEM images of S/GO (a)
and S/GO/MWNT (b–d) com-
posite at various magnifications

Fig. 2 SEM images of S/GO (a)
and S/GO/MWNT (b–d) com-
posite at various magnifications
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−2, and 0 for C, O, and S in S/GO/MWNT, respectively (Fig.
4b–d). Figure 4b exhibits one strong peak at 284.6 eV and
weak component peaks at 285.8, 287.1, and 288.6 eV, corre-
sponding to carbon species of C–O/C–S, C=O, and O–C=O,
respectively [31]. The O1s spectrum of the composite shown
in Fig. 4c can be assigned to the formation of C=O, S–O, and
C–O bonds, according to the peaks at 531.1, 532.2, and
533.3 eV, respectively [32]. Figure 4d shows the high resolu-
tion core level spectra of S2p in S/GO/MWNTcomposite. The
peaks at 163.6 and 164.8 eV are attributed to S2p3/2 and
S2p1/2, respectively [33]. The two peaks are assigned to S–
S bonds. The peaks at 168.6 and 171.0 eVare assigned to S–O
and S=O bonds [34], indicating a strong bonding of S and GO
via a simple ultrasonic mixing process followed by heat treat-
ment. This strong adherence of sulfur on GO coating layer
through S–O bonding have been confirmed in the following
electrochemical tests as an effective way of confining the
polysulfides’ dissolution.

The CV curves of initial three cycles of Li-S cell
with S/GO/MWNT composite cathode are shown in
Fig. 5a. It can be noticed that all the cathodic CV data
evidence two major stages (2.35 and 2.05 V vs. Li+/Li)
of the redox processes in the system, which agrees well
with the literature data and could be attributed to the
transition of S to polysulfides (Li2S8, Li2S6, Li2S4) and
their further transformation into lithium sulfide (Li2S),
respectively [35]. In the reverse scans, only one sharp

anodic peak is observed at about 2.55 V versus Li+/Li,
which is associated with the reoxidation of the
discharged products (Li2S and Li2S2) to Li2S8.
Furthermore, during the first cycle, the activation pro-
cess associated with the penetration and transport of the
electrolyte and lithium ions through the GO layer on the
S/GO/MWNT composite leads to an anodic peak at
slightly lower potential. No additional/side reactions
were indicated from the CV data, suggesting good re-
versibility of the redox processes.

Figure 5b depicts the typical initial discharge/charge
voltage profiles of the electrodes at 0.1 C rate
(1 C = 1672 mA h g−1). All discharge curves show
two potential plateaus that are consistent with the peaks
in the CV data and are also well documented in the
literature. The S/GO/MWNT composite delivers a high
initial discharge capacity of about 1230 mA h g−1 at
0.1 C. At the second cycle, a large reversible capacity
of about 1135 mA h g−1 is preserved, corresponding to
about 92.3 % capacity retention. The corresponding
coulombic efficiency in the second discharge/charge cy-
cle was about 90.8 %. At the third cycle, the S/GO/
MWNT cathode can still maintain a discharge capacity
of about 1100 mA h g−1, exhibiting a good electro-
chemical reversibility.

The cyclability and rate performance are important
challenging and key aspects of the electrode material
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characterization. Figure 6a shows cyclabilities of the S/
GO and S/GO/MWNT composites cathode at 0.1 C in
Li-S cells. It can easily be seen from Fig. 6a that both
the initial specific capacities and capacity retentions of
S/GO/MWNT cathode are much better than those of the
S/GO cathode. In detail, the Li-S cell with S/GO/
MWNT cathode delivers high initial specific capacity
of 1241 mA h g−1 at 0.1 C. The Li-S cell maintains a
reversible capacity of 773 mA h g−1 after 100 cycles,
corresponding to about 62.3 % capacity retention. In
contrast, the Li-S cell with S/GO cathode only delivers
the initial specific capacity of 1069 mA h g−1 and re-
mains the reversible capacity of 405 mA h g−1 after
100 cycles at 0.1 C. The capacity retention of S/GO
cathode is only 37.9 %. Both S/GO and S/GO/MWNT
cathodes exhibit a high coulombic efficiency of about
95 % over 100 cycles. It should be noted that the cou-
lombic efficiency of S/GO cathode is a little bit lower
in the first several cycles, which could be inferred from
the electrode condition. The soluble polysulfides

oxidized from sulfur in the shallow surface zone of
the S/GO cathode would dissolve in the electrolytes
because there are not enough GO layers to confine
and adsorb these soluble polysulfides [13]. Thus, the
occurred shuttle mechanism resulted in the faster capac-
ity attenuation and lower coulombic efficiency in the
first several cycles. For S/GO/MWNT cathode, the sta-
ble coulombic efficiency and enhanced cycle perfor-
mance could be attributed to the shuttle effect suppres-
sion via a strong adherence of sulfur to the flexible
three-dimensional conductive matrix combined by GO
layers and MWNT.

The rate performances of the S/GO and S/GO/MWNT
composites were investigated at various charge-discharge
rates, and the obtained results are presented in Fig. 6b. The
capacities of the both composites decrease gradually with cur-
rent density because the active sulfur participating in electro-
chemical reactions becomes less and less as the current density
increases. For S/GO/MWNT composite, the reversible capac-
ities of 1240, 1004, 674, 509, and 401 mA h g−1 were
achieved at current rates of 0.1, 0.2, 0.4, 0.8, and 1.6 C, re-
spectively. An increase in current rate from 3.2 to 6.4 C caused
a drop in discharge capacity from about 314 to 208 mA h g−1.
Notwithstanding, the discharge capacity was mostly
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recovered (845 mA h g−1) when the cycling rate was switched
back to 0.1 C. By contrast, the S/GO composite only showed
the reversible capacities of 1022, 774, 574, 410, 308, 224, and
124 mA h g−1 at current rates of 0.1, 0.2, 0.4, 0.8, and 1.6 C,
respectively. At each current rate, the S/GO/MWNT compos-
ite has more reversible capacity of 100–200 mA h g−1 than
that of the S/GO composite. This is due to a good electrical
conductivity of MWNT as a conductive matrix in the sulfur
electrode. Furthermore, the formed three-dimensional hierar-
chical structure of the S/GO/MWNTcomposite provides short

lithium ion diffusion distance and favorable kinetics, which
are important for enhancing the rate capability of electrodes.

In order to analyze the effect of various additives on
the conductivity and charge transfer behavior the S/GO/
MWNT and S/GO electrodes, EIS measurements are
performed. The comparative EIS data for the two elec-
trodes measured after the first cycle are shown in Fig.
7a. The EIS spectra of the S/GO/MWNT electrode after
different cycles at 0.2 C are shown in Fig. 7b.
Obviously, all the impedance plots are composed of a
high-to-medium frequency semicircle and a low frequen-
cy straight line, which can be fitted by the equivalent
circuit insert in Fig. 7a. The intercept in the high fre-
quency region corresponds to the ohmic resistance (RΩ),
which combines total resistance of the electrolyte, sep-
arator, and electrical contacts [36]. The semicircle in the
high middle frequency region is attributed to the con-
stant phase capacitance (CPE) of SEI film and charge
transfer reaction (Rct). The straight line in low frequen-
cy representing the Warburg resistance (W) is assigned
to the solid-state diffusion of Li+ within the solid active
mass.

The AC impedance fitting results for S/GO/WMNT
and S/GO electrodes are listed in Table 1. As can be
seen in Table 1, the RΩ values are almost the same
throughout the experiments due to the same electrolyte
and fabrication parameters. The Rct of S/GO/WMNT
and S/GO electrodes after one cycle are 161.6 and
204.2 Ω, respectively. The lower CT impedance of the
S/GO/MWNT electrode indicates that the MWNT addi-
tive plays a significant role in improving the conductiv-
ity. The charge transfer enhancement effect by
crisscrossed MWNT during the GO sheets in composite
could be considered as one of the main reasons of the
electrochemical performance enhancement of the S/GO/
MWNT composite compared with its S/GO counterpart.
The CT impedance of the S/GO/MWNT electrode grad-
ually decreases with cycling (Fig. 6b). After the 1st,
25th, and 100th cycle, the values of Rct are 77.5,
104.5, and 161.6 Ω, respectively (Table 1). This phe-
nomenon could be due to the existence of an activation
process and the gradual formation of charge transfer
channels in the special structure of the S/GO/MWNT
composite as the test proceeded.
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Table 1 The AC impedance
fitting results for S/GO/WMNT
and S/GO electrodes

S/GO after
1 cycle

S/GO/WMNT after
1 cycle

S/GO/WMNT after
25 cycles

S/GO/WMNT after
100 cycles

RΩ (Ω) 2.2 1.8 1.74 1.71

Rct (Ω) 204.2 161.6 104.5 77.5
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Conclusions

A sulfur/graphene oxide/multiwalled carbon nanotube (S/GO/
MWNT) composite with three-dimensional hierarchical struc-
ture was successfully prepared via a simple ultrasonic mixing
of nano-sulfur, GO, and MWNTaqueous suspensions follow-
ed by heat treatment. Short duration and low temperature heat
treatment allowed the increase of the sulfur content in the
cathode material up to 65 wt.%. In S/GO/MWNT composite,
the introduction of MWNT can help the interlaced network to
provide fast electron conduction paths and structural stability.
The introduction of GO layer inhibits the shuttle effect via
trapping the polysulfides and minimizes the loss of active
mass of sulfur cathode, and consequently contributes to the
cycling stability enhancement. At current rates of 0.1, 0.2, 0.4,
and 0.8 C, the S/GO/MWNT cathode shows high reversible
capacities of 1240, 1004, 674, and 509mA h g−1, respectively.
After a 100-cycle stability test at 0.1 C, the cathode still ex-
hibits stable capacity of 773 mA h g−1, showing an excellent
cycling stability. Furthermore, this study demonstrates that the
GO and MWNT combinatively function as a flexible three-
dimensional conductive matrix, favoring the ion transport and
enhanced electrolyte diffusion.
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