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ABSTRACT Internet-of-Things (IoT) technology has received much attention due to its great potential to
interconnect billions of devices in a broad range of applications. IoT networks can provide high-quality
services for a large number of users and smart objects. On the other hand, massive connectivity in IoT
networks brings problems associated with spectral congestion. This issue can be solved by applying cognitive
radio (CR) and non-orthogonal multiple access (NOMA) techniques. In this respect, this paper studies the
performance of cooperative CR-NOMA enabled IoT networks over a generalized o — p fading channel
model. Closed-form analytical expressions of the end-to-end outage probability (OP) for the secondary
NOMA users are derived using the Meijer’s G-function with a consideration of the impacts of the interference
temperature constraint, primary interference, residual hardware impairments and imperfect successive
interference cancellation. Moreover, to acquire some useful insights on the system performance, asymptotic
closed-form OP expressions are provided. Additionally, the impact of « and p fading parameters on the
outage performance is examined and, as a result, it is concluded that the system performance sufficiently
improves as « and/or p increase. Furthermore, the outage performance of the proposed system model is
shown to outperform that of an identical IoT network operating on orthogonal multiple access. Finally,
the provided closed-form OP expressions are validated with Monte Carlo simulations.

INDEX TERMS « — u fading, cognitive radio (CR), cooperative communications, Internet-of-Things (IoT),
non-homogeneous generalized fading, non-orthogonal multiple access (NOMA), outage probability (OP).

I. INTRODUCTION

The Internet-of-Things (IoT) paradigm has recently received
much attention, with research covering technology advances
in several emerging wireless applications, such as device-
to-device (D2D) [1], body area networks [2] and vehicle-
to-vehicle [3] communications. By taking advantage of
proximity, reuse, and hop gains of D2D communications [4],
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IoT networks can deliver a superior performance in terms of
energy consumption, spectral efficiency, and low latency [5].
On the other hand, due to the massive connectivity and high
traffic volume, IoT networks demand more spectrum chan-
nels by over-loading the limited radio spectrum with a large
number of devices [6]. Thus, increasing spectrum efficiency
is a primary task for IoT networks.

As a remedy, non-orthogonal multiple access (NOMA)
has recently gained attention as a key technology to miti-
gate spectrum scarcity faced by the wireless networks [7].

VOLUME 8, 2020


https://orcid.org/0000-0002-1596-4094
https://orcid.org/0000-0003-4470-3851
https://orcid.org/0000-0003-1849-083X
https://orcid.org/0000-0002-9784-3703
https://orcid.org/0000-0002-0615-6546

S. Arzykulov et al.: Hardware- and Interference-Limited Cognitive loT Relaying NOMA Networks

IEEE Access

The primary idea of NOMA is to implement successive
interference cancellation (SIC) and allow multiple users to
share the same radio resources [8]. The NOMA techniques
are mainly categorized into two general classes, i.e., code
domain (CD) and power domain (PD) NOMA schemes. The
CD-NOMA uses similar codes as in code division multiple
access (CDMA) systems and achieves multiplexing gain.
In this method, NOMA can utilize sparse or non-orthogonal
cross-correlation sequences for each user [9]. On the other
hand, in the PD-NOMA, which is considered to be the most
prevalent scheme, a source transmits superpositioned mes-
sages of all interested users simultaneously; however, each
message is assigned with different power level depending on
the intended user’s QoS level or channel condition [10]. The
most well-known performance metrics for generic wireless
networks are considered to be the outage probability (OP)
and ergodic capacity, which can also be used to analyze per-
formance in IoT networks. Moreover, there are key 10T chal-
lenges outlined in the literature, such as mobility, reliability,
scalability, performance, security and so on [11]. Improving
the OP is crucial in addressing the reliability aspect in IoT
networks (as well as the concept of network lifetime [12])
while ensuring capacity is key to address the scalability and
performance challenge.

A. RELATED WORKS

The performance of PD-NOMA networks has been analyzed
in numerous research works. For instance, uplink NOMA sys-
tems were studied in terms of outage analysis in [13], where
the authors considered dynamic ordering SIC receivers, while
an advanced SIC receiver was proposed in [14]. Meanwhile,
other works studied the performance analysis as well, but
considering the downlink NOMA systems. For example,
the OP and the achievable sum-rate for downlink NOMA sys-
tems were analyzed by considering randomly deployed users
in [15]. Moreover, the OP of NOMA systems was investigated
in [16], where the authors considered statistical channel state
information (CSI) with the Nakagami-m channel models.
In addition, power-bandwidth allocation and «-fair resource
allocation are jointly studied under the assumption of imper-
fect SIC (ImpSIC) in [17] and [18], accordingly. Moreover,
the authors in [19] and [20] studied the security aspects of
hybrid automatic repeat request-assisted NOMA networks,
where a security-required user is paired with a quality of
service (QoS)-sensitive user to establish secure transmission.

1) RELAYING STRATEGIES IN NOMA SYSTEMS

Using relaying strategies in the NOMA networks can pro-
vide coverage extension and better reliability for IoT devices
with short-range communication [21]-[23]. By leveraging
the spectral diversity [24], a source node can improve its
transmission range and performance by cooperatively com-
municating over a relay node. Depending on the relay behav-
ior, there are two widely known relaying protocols, namely,
decode-and-forward (DF) and amplify-and-forward (AF).
In the DF, the received signal is decoded, re-encoded, and
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then forwarded to the next destination, while, the AF first
amplifies the received signal and then forwards it to the
destination [25]. Recent works on NOMA and coopera-
tive communications can be categorized into two directions:
(1) cooperative NOMA, where NOMA users with good
channel conditions act as relays to assist those with poor
channel conditions; and (2) relay-aided NOMA transmission,
where one or more dedicated relays deliver signals to NOMA
destination users.

Cooperative NOMA: The authors in [26] showed that
the half-duplex (HD) cooperative NOMA outperforms both
non-cooperative NOMA and cooperative orthogonal multiple
access (OMA) techniques while the OP and ergodic capac-
ity for the similar cooperative NOMA system were studied
in [21], where the authors assumed DF relays working in
full-duplex (FD) and considered arbitrary and optimal power
allocation (PA) methods.

Relay-aided NOMA: The author in [27] derived analytical
expressions for the OP and ergodic capacity for two-hop
NOMA relaying systems over Rayleigh fading channels con-
sidering the HD relay mode, while the same performance
metrics with the FD relaying were studied in [28]. More-
over, the outage performance was examined in [29], where
a NOMA relaying system considering Nakagami-m fading
channels was studied by assuming that the source transmits
superimposed signal to multiple destinations with help of AF
relay working in the FD regime. The authors considered a
relay-aided NOMA network in [23], where the OP is analyzed
for different relay selection schemes with multiple HD-DF
relays. The advantages of using a relay in NOMA networks
also imposed in [30] and [31]. For example, [30] studied a
relay-based NOMA system with one transmitter communi-
cating with two receivers via multiple relays employing AF
and DF relaying modes, where NOMA nodes were ordered
regarding their QoS requirements. Additionally, the cooper-
ative NOMA system was studied in [31], where the authors
proposed optimal relay selection schemes considering fixed
and adaptive PAs at the relay nodes.

2) COGNITIVE RADIO INSPIRED NOMA SYSTEMS

Another technology that is offered as a solution for the spec-
trum deficiency problem is cognitive radio (CR) [32], [33].
The main concept of the CR is to provide unlicensed users,
a.k.a secondary users (SUs), access to the licensed spectrum
bands by avoiding harmful interference to licensed users,
ak.a., primary users (PUs), who are entitled to communicate
at those bands. There are three main CR paradigms that
allow broadcasting in the primary spectrum bands, i.e., inter-
weave [34], underlay [35] and overlay [36]. In the underlay
CR, which is the most popular CR approach, SUs can simul-
taneously broadcast with the PUs within the same frequency
band on the condition that no harmful interference caused to
the PUs. Thus, to avoid interference at the primary network,
the SUs need to communicate with restricted transmit power,
which restrains the SUs to short-range communication. The
use of a relay node may allow underlay CR network to expand
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their communication links. On the other hand, the underlay
CR does not need to sense the entire spectrum band to acquire
access to communication, which is the principal advantage
of this approach. Thus, the authors in [37] proposed two
novel signal-to-noise (SNR) estimation methods for underlay
CR-based industrial IoT, which aims are to handle non-data
aided SNR estimations for multiple SUs. Moreover, a primary
user detection model for CR-IoT using a hidden Markov
model was proposed in [38] to improve the delay and through-
put of the network.

Lately, the synergy of CR and NOMA technologies showed
the capability of obtaining better spectrum efficiency and a
significant decrease in the complexity of the power alloca-
tion (PA) design [39], [40]. For example, large-scale underlay
CR networks with the NOMA scheme was studied in [39]
to enhance the connectivity of SUs. The results exposed that
thoughtful design of the PA factors and target data rates can
show better performance for NOMA users than OMA ones.
The authors in [40] studied the overlay paradigm, where the
secondary NOMA transmit nodes delivered signal to SUs
and helped primary transmitters by relaying their signals to
primary destination users.

The benefit of cooperative communications has also been
applied in CR-NOMA networks, especially for underlay CR
approach, where SUs use short-range communication due to
restricted transmit power [32], [41]. Moreover, a relaying
node improves the coverage area and throughput of CR net-
works [42]. In relay-aided CR-NOMA networks, the cogni-
tive network can obtain better throughput by implementing
the main two strategies: 1) the cooperation among the PUs
and SUs; 2) the cooperation uniquely among the SUs [43].
The authors in [44] compared the performance of licensed
and unlicensed bands with that of the conventional relay
network. The results showed that adopting cooperation in CR
provides outstanding performance in wireless relay networks
by reducing inter-cell interference. Also, a novel cooper-
ative multicast CR-NOMA scheme was proposed in [41],
where a two-stage cooperative strategy is applied to improve
fairness among SUs. Besides, [32] considered a cooperative
CR-NOMA network with unicast and multicast communi-
cation sessions of the PUs and SUs, respectively, where the
cooperation was proposed to improve the outage performance
of both PUs and SUs.

3) RESIDUAL TRANSCEIVER HARDWARE IMPAIRMENTS

All the aforementioned studies considered perfect radio fre-
quency (RF) elements at the transceivers. This assumption is
not practical as in real-time communication all transceivers
experience different types of hardware impairments (HIs)
[45], e.g., in-phase/quadrature imbalance, amplifier non-
linearities, quantization error, phase noise, etc. Despite there
are exist several algorithms to mitigate the effect of such HlIs,
some residual transceiver hardware impairments (RTHIs)
caused by various kinds of noise and inaccurate calibra-
tion can not be eliminated [46]. RTHIs have been examined
considering various system models [47]-[51]. For instance,
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the authors in [47] showed that the transmit power can not
eliminate the influence of RTHIs on the system performance.
Meantime, the impact of HIs on NOMA networks was high-
lighted in [48]. Furthermore, in the context of CR, the authors
in [49] investigated the OP of a dual-hop CR system with
HIs over Rayleigh fading channels, where it was noted that
the AF relaying scheme is less prone to the HIs than DF
one. Moreover, a dual-hop relay-aided CR network over the
Nakagami-m was examined in [50], where the impact of
RTHIs and interference temperature constraint (ITC) on the
OP of the system is studied. In real-time communications, it is
hardly possible for NOMA users to perform error-free SIC
detection. Therefore, the consideration of perfect SIC with
all completely canceled interference is highly idealistic [51].
Thus, there is still a lack of research to analyze the impact of
RTHIs and ImpSIC on CR-NOMA networks.

B. MOTIVATION AND MAIN CONTRIBUTIONS

Wireless medium is unpredictable, thus, the statistics of the
wireless channel can be presented by various distributions.
For instance, the long-term signal variation is mostly charac-
terized by the Log-normal distribution and the short-term sig-
nal variation can be presented by various other distributions
such as Rician, Rayleigh, etc. All the aforementioned studies
of CR-NOMA mainly considered Rayleigh and Nakagami-m
fading distributions whilst neglecting other distributions,
i.e., Log-normal, Negative exponential, Weibull, etc. There-
fore, this paper investigates the relay-aided CR-NOMA
enabled IoT network using the generalized o — p fading dis-
tribution and consisting of a primary transmitter and receiver
as well as secondary source, relay and K destination users.
It is worth pointing out that the joint investigation of CR
and NOMA techniques can solve the spectrum shortage and
interference issues in IoT networks. Moreover, generalized
o — u distribution fully covers all the above-mentioned
statistical models, namely, Rician, Rayleigh, Nakagami-m,
Log-normal, Negative exponential, Weibull, etc. In addition,
to consider a more practical system model, the impact of
RTHIs and ImpSIC on the performance of the proposed sys-
tem model will be investigated as well. Different from [51],
where the authors studied cooperative NOMA systems over
o — p distribution without considering interference-limited
scenario, we investigate relay-aided underlay CR-NOMA
systems considering primary and secondary interference
terms.

The key contributions of this work are as follows:

o We derive a novel unified closed-form analytical expres-
sion for the end-to-end OP of secondary NOMA users in
the underlay CR-NOMA relaying network over the gen-
eralized o — p statistical model, which provides accurate
characterizations of the influence of RTHIs and ImpSIC
on the OP of NOMA users. All analytical derivations
are validated through Monte Carlo simulations, which
verifies the correctness of analytical results. Moreover,
the CR-NOMA network is shown to deliver superior per-
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formance in comparison with the conventional orthogo-
nal (time-domain) CR relaying network.

« An asymptotic behavior of the system is studied, where
the secondary transmit nodes do not cause any interfer-
ence to the primary network or, in other words, primary
users can tolerate any interference generated by the sec-
ondary network, i.e., ITC — oo. This system model
can also be considered as a conventional NOMA net-
work. Furthermore, closed-form expressions for another
asymptotic analysis of the OP at high signal-to-noise-
ratio (SNR) are obtained to gain more technical insights
on the system performance.

e We use a non-homogeneous behavior of o — pu
distribution in the proposed model by considering prac-
tical cases, where the CR-NOMA network experiences
different channel fading from one time slot to another,
i.e., Rayleigh / Nakagami-m, Rayleigh / Weibull,
Nakagami-m / Weibull, Nakagami-m / Rayleigh, etc.

o The derived analytical expressions are used to evalu-
ate the impact of several fading and system parameters
on the network performance, where results demonstrate
that the performance can be improved sufficiently as «
and/or p are/is increased.

C. NOTATIONS AND PAPER ORGANIZATION

Notation: Throughout this paper, fy(-) and Fy(-)
indicate the probability density function (PDF) and the
cumulative distribution function (CDF) of a random vari-
able (RV) W, respectively. Pr[-] denotes probability and
E[-] is the expectation operator. CA (v, 02) denotes a com-
plex circularly-symmetric Gaussian distribution with mean
v and variance o2. Also, I'(a) = fooo 9 lemtdr [52,
(8310)1, Vinc(a,x) = [yt le~'dr [52, (8.350.1)] and
T(a,x) = [ 197 Te"dt [52, (8.350.2)] denote the Gamma
function, the lower and upper incomplete Gamma functions,
accordingly.

The remainder of the paper is organized as follows.
Section II defines the system and channel model of the
relay-aided CR-NOMA network while Section III derives
new analytical and approximated expressions for the OP
metric over non-homogeneous generalized «-u fading chan-
nels. Section IV showcases numerical and simulation results
according to the Matlab simulations to verify the accuracy of
analytical derivations. Finally, concluding remarks and key
findings of the paper are drawn in Section V.

Il. SYSTEM AND CHANNEL MODEL

A. SYSTEM TOPOLOGY

A downlink dual-hop CR-NOMA based IoT network is con-
sidered as shown in Fig. 1, where a secondary network con-
sists of a source (), which broadcasts individual messages
to ToT devices denoted by Dy, k € A = {1,2,...,K},
via a secondary relay (R) that operates in the HD-DF mode.
On the other hand, the primary network consists of a pri-
mary transmitter (P7) and a primary receiver (Pg). All
nodes are assumed to be equipped with single antennas.

VOLUME 8, 2020

S
( Time slot 1 Time slot 2 ‘\ SO
——— Secondary link from Sto R| = = = = - Secondary link from R to NOMA users A \.
——— Interference from Sto P, |- - - - = Interference from R to P,
Interference from P toR | - - - - - Interference from P, to NOMA users =

FIGURE 1. The proposed underlay CR-NOMA based loT network, where
the channel links within one time domain follow the same statistical
model.

Throughout the paper, we also assume that the CSI estimates
stay static or quasi-static and are valid until the following
CSI acquisition. All channel links, ie., g, j € B =
{SP,RP, SR, PR, P1, ..., Pk, ..., PK, A}, are subject to a
quasi-static @ — u statistical fading model. The respective
distances are represented by dje, and T denotes the path-loss
exponent.

The PDF of the channel coefficient g; for a fading signal
with envelope () following the - distribution can be writ-
ten as [53]

M ai—1
a//,l,j roIr

FUIT (117)

for) = oxp(—z2r®). jeB. (D)

where «; > 0 indicates an arbitrary parameter while 7 stands
for the aj—root mean value given by 7 = /E[r%] and u; >
% is the inverse of normalized variance of r% given by
_ E[r%]
Hj = (]E [rZaj] _ 2 [ra/]) :

©))

Remark 1: Note that the o-p distribution is the generic
fading statistical model that describes small-scale fading
channels such as Rayleigh (¢ = 2, u = 1), Weibull (« is
the fading parameter with © = 1), Nakagami—m (u is the
fading parameter with o = 2), etc. [54].

Considering the IoT-based underlay CR paradigm, it is
assumed that S and R are restricted with maximum allowed
transmit power in order to avoid harmful interference at Pg.
Thus, to prevent such interference intervention, the transmit
power of secondary transmit node i is restricted as [55]

T
L; < min (ii, L”C—df’> . i€{S.R}, 3)
|gip|?
where L; is the maximum transmit power at node i while
Litc,; is the ITC at Pg caused by node i.
Considering the proposed CR-NOMA relaying model, S
transmits a superimposed message x = ZkK: 1 A/ PrXx to the
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secondary users via R within two time periods, where o
denotes the PA factor of message x;. Furthermore, different
level of transmit power is assigned to each user to properly
define each user during the SIC detection, i.e., p; > ... >
POk ... > pk, with Zszl pr = 1. By doing so, we assume
that the communication link of Dk is stronger compared to
Dkg_1,ie,g1<...<gk...<gk.

B. TRANSMISSION PROTOCOL
During the 1* time period, R receives the following signal
from S

K
YR = Vs (Z VP + rISR) 8sr

k=1
+VP (XP+ Up) gPR+nR, (4)

dr,w1th1 € {S.R}, n, ~ C./\/(O w()
is the aggregated d1st0rt10n noise from transceiver; P =

where V; =

‘/qJ, + @2 represents the aggregate HI level from the trans-
mitter and receiver. In practice, this level can be measured by
the error vector magnitude (EVM) [45]; n¢) ~ CN(0, 0(2,))
is the additive white Gaussian noise (AWGN) term at each
receive node; Lp and x, are the transmit power and the
message of Pr, respectively.

The proposed system model constrained by the RTHIs
and interference noises. Considering this, the instanta-
neous signal-to-noise-distortion-interference ratio (SNDIR)
of decoding x;, with k € {1, ..., K — 1}, at R is written as

2
T
Vir= (~ Prls |gSR| L 6)

Or + U, + ‘P§R) Ts }gSR|2 +cTp |gPR|2 +op

where T, = ve{SP}@k:Zklgpwuh

dt ’ I=1 7]

0 << 1, where %= 0 and >.= 1 indicate perfect and
no SIC, accordingly; Uy = Zl:k—H pp, € = (1 + (pP) and
0(2_) denotes the AWGN noise variance at each receive node.
Now, considering that x, is decoded under the condition of
ImpSIC, the SNDIR of Dk to decode its own message x;

can be written as

2
piTs |8
YRk = (~ K S| SR\ (6)

O+ 03) Ts |gsul” + Te lgpl* + 07

where O = Zf_ll % ;-

In the 2" time perlod R broadcasts the decoded super-
imposed signal Zk: 1 f X, to all secondary NOMA users,
where b, , with Z,’le b, = 1, is the PA factor allocated to fck.
Thus, the NOMA user k receives the following signal

K
Lg .
Vi=\lar (Z\/bkxk + n,-) 8
J k=1
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Considering (1 < j < k < K) and (b, > bj > b, > bg),
Dy, applies the SIC to decode the message of D; using the
following SNDIR

b Tk |gk|2

= 5 2 i ®
(Uj +0p + gok) Tri |8y |” + Tre || + 0

Vij=

where Vk € {l,...,K}, Tx = d” with u € {R, P},

0; = ZJ % by and U; = Zl_j+1 b,. Further, when K — 1
secondary NOMA users’ messages are decoded, Dk detects
its message by

by Trx |g1<|2
(B +03) T I+ T e + 03

VK = ) (9)

where O = Zf{_ll 5 by

Inreal-time communlcatlon, the use of many NOMA users
may not be feasible since the processing complexity of the
SIC at receivers raises in a non-linear manner by the increased
number of users [26]. Additionally, when the SIC error prop-
agation exists, this complexity becomes more crucial [56].
Thus, for the sake of practicality, further we consider two
PD secondary CR-NOMA users, i.e., D1 and D;. Moreover,
as it was shown in [57], in interference-limited networks such
as large-scale networks, the system performance is mostly
influenced by interference [58]. Hence, further, we assume
that the AWGN is ignored. Hence, the signal-to-distortion-
interference-ratios (SDIRs) of detecting messages of D and
D5 at R in the 1** time period can be respectively written as

p1Ts |gSR|2
YR1 = 5 2 5 (10)
(py + @58) Ts |gsg|” + cTp
T 2
_ . 02 slgSRI2 an
(o1 £y + @5r) Ts |gsg|” + cTr |gpg]

VR2

Then, in 2" time period, D decodes its own message with
the SDIR of

b1Trilg11?
V= 3 > 5 (12)
(b2 + ¢7) Trilg11> + cTpilgpil
Similarly, D; first detects x; with the SDIR of
2
b T |g
vy = 1Tr2 |8, ] W)

(b, +93) Tre |g2}2 +cTp2 [gp|

Then, D, removes the message of Dy from (7) and detects its
own signal by the following SDIR

hzTR2|g2|2 (14)

Vo = .
2 (510, 493)Tral &, +<Tra|gpy |°

Finally, the achievable data rate at D; can be given as

1
R; = 3 logs (14 min (vg; ). (L2, A5
where the factor % implies that two time periods are required.
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llIl. OUTAGE PERFORMANCE

In this section, the exact OP for D and D, is derived. The OP
of Dj is defined as the probability that the data rate achievable
by D; is below a predefined target rate R j, i.e.,

Pouj = Pr[Rj < Run]. (16)
The OP of D can be expressed using (10), (12) and (15) as

Pout,1(61) = Pr[min (yr 1, 1) < 61]

1 — Pr{min (yg 1, v1) > 61]

1 —Pryr1 > 61]Priy > 6]
=1—(1=Pr[yr1 <61]) (1 =Prly1 < 61])
= F]/RJ(QI) + Fyl (91) - FyR,l(el)Fyl (9])7 (17)

where 6; = 22Rwi — 1 is the SNR associated with the rate

threshold of D;.

The CDF of the RV yg 1, considering the ITC at Pg, can
be written as in (18), shown at the botto_m of this page, where
X = |gsgl® Y = Igspl*, Z = Igprl*, Isp = Litcdgp, Ay =

(1+2) T+t (1+2) 161 dy i
S G ) = —L T SR _and A = B2,
Ts(p1—[p2+e2]01) 2 Isp(p1—[p2+e3 ]01) Ls

Fyp,(01)
AL Yine (/Ly, )»yA%)
()T (z)
Tl m A T (s + m)

aN Hzt+m
n=0 m! (3 + 22 A7 )

apz

)\?Z}\é}ize—}»yA% A; 2
AT ()T (1)

pa—1 py+my—1 ; AAY
<2 2 2 \s)m
s ) mpli!

my=0 =0 s=0

o\ 2
(et 2 882) [ sy ts)
Ay Az 0. —pz+ py =

x Gty
(19)
A. EXACT OUTAGE PROBABILITY

Proposition 1: The CDF of yg 1 in (18) can be written in
a closed-form as in (19).

Proof: See Appendix A. [ ]
Similarly, using (12), the CDF of the RV y; can be
described as
Fy (01) =Prly1 <011 =Pr[Q < Wy, U < Aj]

C
+Pr[Q < UW®D,, U > Aq1], (20)

D

where O =( |812|)2, U = Igrpl%, W(= |%1;’1|2, Igp = Litcdgp,
14+¢35)Tp16; 14+¢3)Tp16; df

(_1)1 - TR,l(bl—l[)bz-i-wf]@l)’ 7RP(b1—P[b2+tﬂﬂ(l9|) and Ay =

ILF—”. Now, following the same step as in Appendix A, the CDF

of y1 can be written in closed-form, as in (21), shown at

the bottom of the next page, where 6 < hszlwlz’ otherwise,

Fyl 61) ~ 1.

Finally, by substituting (19) and (21) into (17) and after
some algebraic manipulations, the exact OP of D; can be
derived in its closed-form as in (23), shown on the next page.

The outage metric of D; can be calculated using Egs. (11),
(14) and (15) as

2 =

Pout,2(62) = Pr[min (yg 2, y2) < 62]
= Fyp,(602) + Fpy (62) — Fp, (02)F ), (62).  (22)

Furthermore, by following the same procedure in obtaining
the OP of D1, the closed-form OP for D, can be written as

in (24), shown on the next page, where V = |[gs]?,
1+¢32)Tpb,
H = 2y, = i - 2=
lgp2| 1 Ts(p27[91ﬂ1+</)§1e]92) ?
(14+¢3)Tpbs df, (14+97) a6 ¥y =

Tra(b2—[21 b1+</)§]92) ’

(1+03)Tp26> d X2 -
—42 — with x € {p, b}.
Liredgp(ba—[31 bi+¢3]62) 31 x1+03p x €lp.b)

Using (15) and (23) or (24), the average throughput of D;
is written as

Cj = Rj(l - Pout,j)v

Lircdip(o2—[ 2101493 ]02)
and 0 <

je{1,2). (25)

B. ASYMPTOTIC ANALYSIS

In this section, we investigate the asymptotic behavior of
the considered system model. First of all, we study a certain
asymptotic case with ahigh SNR regime, i.e., {Ls; Lr} — 00,
to understand the impact of the ITC on the outage perfor-
mance of non-homogeneous fading parameters of the sys-
tem. Therefore, considering the high SNR regime, the ITC
becomes the dominant factor to determine the maximum

2 -
Fye,(01) = Pr [y, < 61] =Pr|: PiTs ’gSZR| S <6, Ls < IL}}]
’ (py + (p.%R) Ts |85R| +cTp |gPR| 18sp
+Pr _ dg \giplz o1 LS - ISP2
) B el T
=Pr[X <ZA,Y < Al+Pr[X <YZA,, Y > A], (18)

A
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allowed transmit power at S and R; hence, a fixed Litc
will limit the use of excessive power at secondary transmit-
ters. Thus, considering the above assumption, the maximum

interested readers to Appendix B for the derivation steps.

)\MXA F(Mx + p)T(x + 12)

0, —pw + py — 1

allowed transmit power of S and R in (3) can be rewritten as 61) =
P @ Pt R PRI RIS
g
gy 7 Ty + )T (g + i)
Lirc djp . Mq
i < el i €{S,R}. (26) Ay )\w gl ()T ()T ()
8ip Ay
_ )Lﬁclx Azz C(px + /«Ly)r(ﬂx + 12)
MM s D ()T ()T ()
Therefore, considering these new reformulated power con- L
straints, we can write the high SNR asymptotic outage perfor- Ag @y " Tug + )T (g + tw) 27)
mance of D1 and D; as in (27) and (28), respectively. We refer )L’}“")LW gl ()T ()T ()
M Yine | s A AO(72 fg—1 wnk 2 _om
Fy o) = 1 W sme \ P St f’z MEDE T +k) A Are e @, 2
»n\vl) = 1= - :
r I 1% Mtk Hw
()T () k=0 | (}\w " Aqq}];) )»q ()T ()
tg=1 o —1 ﬂ ( 2)
« i“i Zj: 2 G2’1 )‘«w‘i‘)‘q[Alq)Z]z 1= (i + ko +1) o
< k '.]' 1,2
= -0

ko=

1 “
i hg @)

M Yine (/Ly, MA%) px—1 am
Poyt,1(61) =1 —

MEA P Tz + m)

F(My)r(ﬂz)

(e + 1 [AA%)

2,1

xGY', . 7

Ay AxAj

~hii3 ot
M

)“ﬁﬁ Hyve

Hz+m
Om'()\ . Az)

1 — (uy +mp +5)
0, —p; +py—s

@ _apg _ .
A‘?zkgze—k).A2 A2 2 MXX:I Ei ( ))\'IA
A T (gL ()

my!i!
mp=0 i=0 s=0 2

@ ik
MHw 2 — 4
)‘wwymc (Mu, )»,,,A] ) ll«qzl )J(;(I)]z I (wy + k)
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YU k=0 <AW+/\ <I>12>

%2

1
2
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FIGURE 2. The OP vs. the transmit SNR for the Rayleigh distribution
(¢ =2; u = 1) with Lp ={-10,0)} dB.
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Moreover, it is reasonable to consider another asymptotic
behavior of the system when the secondary transmit nodes
do not cause any interference to the PN or, in other words,
a PU can tolerate any interference generated by the SN,
i.e., Lirc — oo or no ITC imposed. Thus, the power restric-
tions in (3) are simplified to L; < i,-, i € {S, R}, i.e., there
are no power limits at the secondary transmitter i. Then,
the derivations of corresponding outage metrics for D and
Dy are shown in Appendix C.

PRS 2(62) =

(28)

IV. RESULTS DISCUSSION
This section presents numerical results to validate the analyti-
cal expressions derived above and provides thorough scrutiny
of the impact of different system and fading parameters on the
outage performance of the proposed system. The simulation
parameters are as follows. The fixed PA factors are consid-
ered, if it is not stated otherwise, as py = b; = 0.8 and
p2 = by = 0.2. Moreover, for simplicity, we assume the
same transmit power levels at the secondary transmit nodes,
i.e., L = Lg = Lg, and the SNR threshold as 0; = 0, = 6 =
3 dB. The rest system parameters are shown in Table 1.

Fig. 2 compares the analytical SIR-based OP derived in
Section III with the simulation results obtained using SINR
in (5), and SNR (using the same equation, but considering
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FIGURE 3. The OP comparison of the OMA and NOMA for Rayleigh fading
with LP = {0, 10} dB and L"'c =20 dB.

interference-free regime). As we can see, in all cases, the out-
age performance of D, is superior compared to D which
can be explained by the impact of selected system parameters
defined in Table 1. Regarding the SIR- versus SNR-based OP
comparison, it shows that the OP of NOMA users degrades as
the primary interference power level increases. For example,
when the transmit SNR = 10 dB, D; obtains the OP of
0.01632 for the SNR-based system, while, for the SIR-based
one, D achieves 0.02064 and 0.1449 when Lp = —10 dB
and Lp = 0, respectively. Then, when we compare SIR-
versus SINR-based system, it is noticed that there is a small
OP degradation for the SIR-based system at low interference
power level, i.e., Lp = —10 dB. However, when Lp = 0
dB, the SIR- and SINR-based outage performance show the
same results for all transmit SNR regions, which justifies the
assumption made in Section III. Finally, it is also important
to highlight that the analytical results perfectly coincide with
the Monte Carlo simulations in this and forthcoming figures,
which validates the accuracy of analytical derivations.

Fig. 3 demonstrates the OP comparison of the analytical
CR-NOMA based IoT network with simulated CR-TDMA
one. The proposed relay-aided CR-NOMA system requires
two-time slots to convey messages to two NOMA-based IoT
devices, whilst the TDMA-based model needs four-time slots
to provide communication to the same users. Hence, for
the purpose of a fair comparison of two systems, we consider
the following system parameters for the TDMA system: 1) the
data requirement is set as bi-fold of that for the NOMA
model; 2) the transmit power at S and R is equal to 0.5 L.
As Fig. 3 shows, both NOMA IoT devices of CR-NOMA
outperform the TDMA ones in terms of the OP. Noticeably,
the outage saturation for NOMA-based [oT devices begins at
lower transmit SNR levels compared to those for the TDMA
users. This happens due to (3), where transmit power of 0.5L
rises the values of the ITC at Py, as a result, the level of
transmit SNR where the OP curves start to saturate increases.
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TABLE 1. Simulation parameters, where d is assumed to be unity in order to focus on the OP resuits.

[ Parameter [ Value | Parameter [ Value |
The S-to-Pg distance, dg p 3d The Pr-to-R distance, dp g 3d
The S-to-R distance, dgr d The Pr-to-D1 distance, dpq 3d
The R-to-Pg distance, drp 3d The Pr-to-D2 distance, dpo 3d
The R-to-D+ distance, di {1.5d,2d,3d} | Path-loss exponent, T 3
The R-[O-DQ distance, dQ d The ITC, LITC,S = LITC,R = LITC {107 20} dB
Compound HI level, ¢ = psr = ¥1 = 2 0.1 Imperfect SIC coefficient, > 0.1
100 - L a=0.5, u=1
Weibull
===
L 3
107" RN
> 3 -~ ® - — ¢ — —
é\ ?:1 =1
=) Negative Exponential
el
E N S - — —— — —
£ 10 >
=%} \ a=15, ;‘1:1
Ezo > N Weibull
= kY
© \ \\ a=3, y=1
10° F—— Dy Q‘( Weibull
---D, .
\
® Simulation \
N
10* : ! : : 3-- =
0 10 20 30 40 50

Transmit SNR (dB)

FIGURE 4. The OP over the Weibull (» = 1) and Negative Exponential
(¢ = 1; p = 1) distributions with Lp = 10 dB and L;;c = 20 dB.

Fig. 4 illustrates OP results for the Weibull (1 = 1) distri-
bution and, its special case, Negative Exponential distribution
by setting « = 1 and fixed © = 1. Similar to other OP
results, D5 obtains better OP than D . It is also noticed that the
increase of the o value helps to obtain better OP. For example,
when ¢ = {3, 1.5, 1}, D, achieves the OP of 10~! at 15
dB, 22.5 dB and 32 dB, respectively. The worse OP result
is shown by the Weibull curve with « = 0.5, where the OP
starts to saturate after the OP of 0.5.

In Fig. 5, we evaluate the effect of the ITC on the OP
versus the transmit SNR over Nakagami-m fading channels.
We consider two scenarios: Lyjc = 10 dB and Lirc =
20 dB. The plot shows that the higher value of the ITC,
i.e., Litc = 20 dB, allows achieving better OP performance
for the CR-NOMA-based IoT devices, while the lower value
of the ITC degrades the OP by starting its saturation at
lower transmit SNR levels. Moreover, these saturation curves
coincide with the high SNR approximations of the OP perfor-
mance given by (27) and (28). Besides, we plot asymptotic
case with no ITC, i.e., Litc — 00, and this mode shows the
best outage performance with no OP curve saturation.

In Fig. 6, we illustrate the average throughput obtained
from (25). Similarly to the outage performance, primary inter-
ference degrades the performance of an average throughput.
The larger value of Lp results in the lower achieved average
throughput. Regarding the performance of two CR-NOMA-
based IoT devices, it is noticed that D, shows a better average
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FIGURE 5. The OP vs. the transmit SNR over the Nakagami-m distribution
with Lp = 10 dB and Ljyc = {10, 20} dB.

FIGURE 6. The average throughput vs. the transmit SNR over the
Nakagami-m distribution with p; = 0.8 and d; =2d.

throughput performance than D;. For example, in the case
of Lp = 0 dB and the transmit SNR of 30 dB, D, gains
the highest average throughput of 4.8 bps/Hz and 5.7 bps/Hz
when Lirc = 10 dB and Lirc — oo, respectively. However,
for D1, the saturation of the average throughput curves starts
at moderate transmit SNR levels even for Litc — oo mode.
This can be explained by the next. Regarding (10) and (12),

VOLUME 8, 2020



S. Arzykulov et al.: Hardware- and Interference-Limited Cognitive loT Relaying NOMA Networks

IEEE Access

NEEA
/
5x10" |
/
N ,
)
z 2NN
£ d, = {1.5d,2d, 3d} \
o o
g LN
~ e '\
& 107 =
8
=
© — D, Rayleigh
PN i 2% Rayleigh
—=— D, Nakagami-m
D, Nakagami-m
-4 N 1 1 1 N 1

060 065 070 075 080 085 090 095  1.00
Power Allocation Factor (p,, b))

FIGURE 7. The OP of NOMA users vs. PA factor over Rayleigh and
Nakagami-m channels at transmit SNR of 20 dB.

TABLE 2. The OF-based PA factors for different d,.

Fading type / distance dy 1.5d 2d 3d
p1,b1 | 0.81 | 0.87 | 0.94
p2,bo | 0.19 | 0.13 | 0.06
p1,b1 | 0.81 | 0.88 | 0.95
p2,ba | 0.19 | 0.12 | 0.05

Rayleigh (o = 2; p=1)

Nakagami-m (o = 2; p = m = 2)

the SIR of D; has the message of D; as interference in its
denominator. Thus, when the transmit power is increased,
primary interference becomes to be neglectable and the SIR
is independent on the transmit power and dependant on g—;
This fact results in the average throughput curve saturation.
Fig. 7 demonstrates simulated results on the PA fac-
tors based on the NOMA users’ outage fairness (OF) over
Rayleigh (¢ = 2; u = 1) and Nakagami-m (¢« = 2; u = 2)
considering system parameters of the transmit SNR = 20 dB,
Litc = 10 dB and Lp = 10 dB. It is observed that, for
all dy values, the OP of D is in an outage when 6 > %.
However, when 6 < p—;, the OP of D improves by increasing
o1 values, while that of D, decreases. All the OF-based PA
factors derived from this figure are demonstrated in Table 2.
In Fig. 8, we present the results on the OP vs. the pre-
defined SNR threshold using OF-based PA factors shown in
Table 2 with the transmit SNR of 20 dB, Litc = 10 dB and
Lp = 10 dB. The figure shows that the outage of D, for
all d; values, improves when the OF-based PA factors are
considered. Especially, when the predefined SNR threshold
is equal to 3 dB, the performance of both devices are the
same as this SNR threshold value was considered for the
PA optimization in Fig. 7. Therefore, it can be stated that
OF-based PA factors can provide OF for both IoT devices.
Fig. 9 investigates the impact of the fading parameters «
and p on the OP of D;. Here, we define the set of param-
eters that fully cover all possible system setup variations to
evaluate the impact of o and . Hence, the channel links in
each domain defined in Remark 2 and shown in Fig. 1 are
defined as [(a, tix, fy, (z), (@2, tg, us hw)]. The first two
OP curves shown in the legend of the figure correspond to the
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FIGURE 9. The OP of D, vs. the transmit SNR for different « and
parameters when Lp = 10 dB and Lyyc = 10 dB.

channel links following the Nakagami-m distribution (u = 1
(i.e., Rayleigh) and u = 2) with identical p parameters per
the system setup. It is perceived that the smaller value of
 degrades the OP of the system as p depicts the number
of multi-path components of the channel. Next, we consider
the system setup with [(2, 2, 1, 1), (2, 1, 1, 1)] to support our
aforementioned statement. As a result, we can see that the OP
of D improves respectively. Further, various system setups
regarding the Weibull statistical model are considered. For
example, curves with different @ values (green lines) show
that bigger « results in better outage performance. This can
be explained by the fact that the fading parameter is related
to the power exponent of the channel. To justify this state-
ment, we set « = 3 (blue lines) and both system models
outperform the first green line in means of the outage perfor-
mance. Finally, the OP results related to the system is demon-
strated considering the setup when the channel links in each
domain follow two different fading models, i.e., Nakagami-m
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FIGURE 10. The OP of NOMA users vs. the transmit SNR for ImpSIC and
RTHIs when Lp = 10 dB and Lj;c = 10 dB.

(with ¢ = 2) and Weibull (with ¢ = 3). Another useful
insight is that p has higher impact on the outage than that
of «. It can be found by comparing this line with the second
OP curve (dashed red), that the latter obtains better outage
with bigger u and smaller o parameters.

Fig. 10 plots the OP of D, considering three system
conditions: ideal condition (v = 0; >= 0), the ImpSIC
(¢ = 0; 5= 0.1) and the ImpSIC and RTHIs (v = 0.1;
>= 0.1). We can observe that for the ideal condition
the system obtains the best outage performance. However,
the system with the ImpSIC shows slightly worse perfor-
mance in terms of the OP. This is due to the fact that imperfect
detection of the message x; at D, decreases the level of
SDIR for detecting its own message x, which, subsequently,
results in lower obtained outage performance. Then, when the
ImpSIC and RTHISs are considered, it is noticed that the OP
further degrades since HIs add additional interference level
on the system. Finally, it is worth to mention that the RTHIs
and ImpSIC have more impact on the OP at high SNR levels
compared to lower ones.

V. CONCLUSION

In this paper, we analyzed the performance of the downlink
DF-based underlay CR-NOMA relaying network over differ-
ent o-p fading channels such as Weibull, Nakagami-m and
Rayleigh. We assumed three realistic factors namely ITC,
ImpSIC and RTHISs to consider a practical network. Accurate
closed-form analytical expressions for the end-to-end OP of
two end-users were derived taking into account the primary
interference. Moreover, we examined the impact of the fading
parameters « and p on the outage performance and found
that the system performance can be sufficiently enhanced as
o and/or p are increased. Additionally, we derived several
useful insights on the system performance by obtaining
approximated closed-form OP expressions. Finally, the pro-
vided analytical closed-form expressions were verified by
Monte Carlo simulations. In the future, this system model can
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be extended by adding imperfect CSI for more practicality
purpose. Moreover, some optimization problems, such as PA
and the best relay selection among randomly located relays,
will also be considered in the future work.

APPENDIXES

APPENDIX A

PROOF OF PROPOSITION 1

The term A in (18) can be rewritten as

00 zZA R
A= / 1) / F(r)drdz f FOdy. (A1)
7=0 x=0 y=0

The PDFs X, Y and Z abide by the o — p statistical model
as shown in (1). Now, we modify these PDFs by applying the
“change of variable” method [54]. Hence, the respective PDF
can be rewritten as

Qg A £ Sr % -1

Je(r) = (A2)

exp (—)\ngE) ,

where & = (X, Y, Z} and A = /?TS. Then, using (A.2),
the term A can be further calculated as

oz
oz iz e
00 L1 —Az2
o A7 2 e’z
A:Qy/ =
0

2I(pz)
Yine (Mx» Ax (ZM)aTx)
X s dz, (A3)
Yine (ﬂys)\)=A %)

where Q, = ) . Now, by using the series
representation of the lower incomplete Gamma function
given by [59]

b—1
Vine(b, €) = T'(b) — T(b)exp (=) ) f—, (A4)
i=0

we can re-express the term A as

aym
2

4 x_l
A=Q. - O aALe MZ AYA
M) & om!

o Qzfz 4 oxm oz ax gy
x/ 22 7 lexp (—AZZT — A ZT) dz.
0

Ay
(A.S5)

To the best of our knowledge, the OP expression given by
(A.5) cannot be solved in closed form without imposing
certain assumptions.

Remark 2: Tt is important to note that the assumption of
the same values of « does not limit our contribution, since
this assumption of equal values is considered only for chan-
nel coefficients within one domain, while « parameter of
the second domain may vary differently’ ie., « = o, =
ay = azand oy = @y = o, = oy = ay,, wWhere given

IRor example, as shown in Fig. 1, « is considered for all solid lines in the
first time slot, while oy is applied to all dashed lines in the second time slot.
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indices correspond to the RVs. Simultaneously, parameters p
and A can alter independently, which allow us to study not
only the performance of the considered system with the same
channel distributions, but also hybrid channels, i.e., Rayleigh
/ Weibull, Rayleigh / Nakagami-m, Weibull / Nakagami-m,
Nakagami-m / Rayleigh, etc., for various values of m.

Keeping the assumption made in Remark 2 in mind,
the term A in (A.5) can be re-calculated as

e a _Z%()‘z‘i‘)th%)
A = / gttt e e
0
2T (u; + m)

it
(x + A2 )

Now, inserting (A.6) into (A.5), we can write the term A in a
closed-form as

Vinc (Myv )\yA%) )\?Z Vinc (,vaw )\yA%>
I(py) () (1)

1 am

MIA T (g +m)

(A.6)

Mx—

e (AD
0 m! (A + A2 )

The second part of the CDF of y 1, term B in (18), can be
rewritten as follows

yzha
B= f fz(2) / . / Sr(fx(x)dxdydz, (A.8)

while the term Bj in (A.8) can be calculated by
* Uy | agy? amy
Bi=¢ Y2 e dy —eWz 2
R
00 « o
X / y%(/‘y+m2)—1 €_y2 (A'y“l‘)\.x[ZAz] 2 )dy
R

T (mema?) g (A [ara a2t )

’

r r 1
(14y) (1ty) [xyﬂx [zA2]7 ]
(A.9)
)» px—1 )‘;nz AZT
where { = Wy +mo, € = 2T () and ¥ = my=0  mp!

Then, by inserting (A.9) into (A 8), and applying the series
representation of the upper incomplete Gamma function of

b—1
(b, ¢) = T(b) exp (—c) Z% (A.10)
i=0

and binomial series expansion [60], the term B can be further
rewritten as

B r (My’ )‘yAf) akffykgze_ly‘\j W (py + my)

F(My) 2F(My)r(ﬂz)
ST <2 (retalran? )
X / 7 dz, (A.1D)
! (1+ 2 an)f)

B
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where ® = ZC ! m Zizo (;)%mzﬂ By using the

il
method of the change of variable, i.e., t = z2 , and then rep-
resenting e 7 and (1+cy)~¢ in terms of Meijer G-functions
[61, Egs. (7.34.3.46.1) and (7.34.3.271.1)] respectively as
G(l):(l)OI *by and ﬁG}:}OI 124cy, and after some mathe-
matical manipulations, the term B; in (A.11) can be written
as

oo )\‘x o
B = / tﬂz+m2+s—1 G1,10| lj Ny
al'(¢) 1,1 ¢ Ay 2
x Go'y ((kz + A [RAz]%)t a) dr.  (A.12)

Now, utilizing [62, Eq. (21)] for By, the term B in (18) can be
written in closed-form as

apz

(1 0A%) gt a) %

[(py) AMZF(M))F(Mz)
ux—1¢-1 i iAS
k A
21
Yy ()
my=0 i=0 s=0
(et 2 082l®) g g
x 1= (e +ma +5)

A IAAS
(A.13)

Finally, by inserting (A.7) and (A.13) into (18), the CDF
of yr,1 can be written in its closed-form as in (19), where

p1 : ~
01 < v otherwise, FVR,1(91) 1.m

APPENDIX B

DERIVATION OF HIGH SNR APPROXIMATED OUTAGE
PROBABILITY

Considering the asymptotic ITC in (26), the CDF of yg ; for
a high SNR can be written as

FHS — priXx < YZAs]

VR.1

yzA2
- / £ / f FrOVxdxdydz. (B.1)

Considering high SNR approximations for the lower and
upper incomplete gamma functions as yinc(c, d) = ‘1? and
I'(c,d) ~ T'(c),d — 0[33], we can rewrite B* as follows

Mox o My e
B* = )L A i A : f Z(H«x‘HLv) 1 _)Lx} 2 dy
zﬂxr(ﬂx)r(ﬂ))
_ )&x Az Ex C(px + pty) (B.2)
)L;X MXF(Mx)F(My)

Then, after inserting (B.2) into (B.1) and some mathematical
manipulations, the CDF of yg 1 for a high SNR can be written
in the closed-form as

oy
Hs A A7 Ty + )T (i + 142)
YR.1 MM e D ()T ()T ()

(B.3)
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Further, the CDFs of yr2, y1 and y» for the high SNR
approximation can be calculated following the same steps as
in (B.1)-(B.3). Finally, the high SNR approximated OP of D
and D, can be respectively found by using (17) and (22) and
written as in (27) and (28), accordingly.

APPENDIX C

DERIVATION OF OUTAGE PROBABILITY FOR NO ITC
IMPOSED MODEL

Considering no transmit power restriction at secondary trans-
mit nodes, i.e., Litc — 00, we can rewrite (19) as follows

F;,il(@l)
|: o1Ts|gsr|? ]
= 2 2 <4
02Tslgsrl* + Tplgprl
o) A
=Pr[X <ZA|]= f () Sx (x)dxdz
z=0 x=0

dz.
(C.1)

_ /OO az)\?zz%_le*)\zz% Yinc (,va» Ax (ZAI)%)
0 20 (uz) [(px)

Furthermore, applying the series representation of the lower
incomplete Gamma function as in (A.4) and after some math-
ematical manipulations, (C.1) can be written in a closed-form
as

1 am

Tz +mATA >

a\ Mzt+m’
Pua) 2= my (AZ + AXA12>
Now, following the similar approach as in (C.1) and (C.2),

the CDF of y; for the considered model can be written in its
closed-form as

1 Mx—

F2 (0 =1- (C.2)

ank
Hg—1 k %

1 T(p + kAL @,
FO) =1- .
Y1 F(l/«w) Z

a Mtk
k=0 k1 (AW + 2g® 2 >

Finally, the OP of D for the proposed asymptotic model can
be derived after inserting (C.2) and (C.3) into (17). The OP
for D, can be found similarly.

(C.3)
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